November 22, 2024

Applicability: Generic 


Internal Release Information:
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]B2023-074
Fixed printing a section title, via the section properties check box, on a two-column step editor section.  This is basically general logic clean up.  The logic assumed that the only time a section title was printed would be for a single column section and used the defined column width of the steps (design flaw – sections should have their own maximum length instead). To get around this and to avoid having to “fix” all of the formats, I’m just having it use the column width for set for single column step sections.

· [bookmark: _Hlk167786851][Check this box if a sql query or a data fix applies to this update].


Generic External Release:
Print
For two column attachment section that print the section title via the properties page check box, PROMS will print long section titles past the width of the first column.


Plant Specific Information for Release Letter:
N/A


Testing Requirements:
Use Beaver Valley
Note that Beaver Valley prints their section titles differently but by checking the print section check box on section properties then printing will demonstrate this fix.
· Locate procedure 1.4.1 in the unit one AOP procedure set.
· Open the properties for section “Part A”, add some text to the section title to make it longer, and check the box to print the section title.

[image: ]

· Save the changes and print the procedure
· Verify the section title prints past the first column (see sample below)
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Changes/Additions to PROMS Manual and Training Videos:
[Do not use this section – for MRV/DMJ use]
· CSM submitted for PROMS User Manual: ____________.
· CSM submitted for training videos: ____________.
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STEP [H ACTION/EXPECTED RESPONSE RESPONSE NOT OBTAINED

Part A - Process Control Failure

a. Place controller(s) in MAN.





