March 13, 2024

Applicability: Vogtle Units 3 & 4 EOPs

Internal Data Fixes: N/A

Internal Release:
F2024-019
Put box around Continuous Action Sub-Step tab.

Generic External Release:
N/A

Plant Specific Information for Release Letter:

N/A format under development and currently not used by the customer

Testing Requirements:
Use Vogtle data
· Update formats
· Open EOP procedure ECA-1.1 step 11.L
· Verify there is an asterisk next to the step tabs
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· Print the procedure and verify there are boxes around the sub-step tab
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Changes/Additions to User Documentation:

N/A
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k. Place CVS5-157 (Makeup FCV) -
AUTO

. Ensure CVS-V157 (Makeup
FCV) maintains PZR level -
BETWEEN PZR LOW MU SP
ANDIPZR HIGH MU 5P

Return To Procedure And Step In

Manually operate CVS Makeup Purmp(s) and
valve(s) to maintain PZR NR level between
PZR Low MU SP and PZR High MU SP.
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ACTION / EXPECTED RESPONSE RESPONSE NOT OBTAINED
OPERATOR ACTIONS (Continued)
Ensure CVS-V157 (Makeup F Manually operate CVS Makeu
0 Taatns 2R el - BETREEN, o Pump(s) i valve(s) to maintain:
PZR LOW MU SP AND PZR HIGH. PZRNR level between PZR Low
MUSP MU SP and PZR High MU SP.

12. Retum To Procedure And Step In
Effect





