October 25, 2024

Applicability: Beaver Valley 


Internal Release Information:
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]F2024-077
Made the spacing between bullet tabs the step text consistent for bulleted sub-steps types and for multiple Cautions, Notes types

· [bookmark: _Hlk167786851][Check this box if a sql query or a data fix applies to this update].


Generic External Release:
	N/A


Plant Specific Information for Release Letter:
Beaver Valley
All formats
The space between the bullet character and step text is now constantly two spaces for all bulleted sub-step types and for multiple Cautions, and Notes types


Testing Requirements:
Use Beaver Valley data
· Update formats
· Print the following sampling of procedures:
· Unit 1 EOP-3, the background for Unit 1 EOP-3
· Unit1 Attachments H.4
· Unit 1 AOP 1.6.5
· Unit 1 SAMG procedure SAG-3
· Unit 1 SAMG Background SAG-1B
· Verify the spacing between the bullets and text in the sub-steps, Cautions, and Notes (in the step editor sections) are consistent as in the example below:

[image: ]


Changes/Additions to PROMS Manual and Training Videos:
[Do not use this section – for MRV/DMJ use]
· CSM submitted for PROMS User Manual: ____________.
· CSM submitted for training videos: ____________.
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E3 Issue 3
‘Steam Generator Tube Rupture
BVPS-1 EOP Revision 4

r STEP [ ACTION/EXPECTED RESPONSE RESPONSE NOT OBTAINED

NOTE
« RHR Valve should NOT be Opened untilisolated from ruptured SG(s).
« IFRCS cooldown initiated locally, Opening SG atm stm dump valves on

intact SG(s) and RHR valve should NOT be performed unti Step 7, "Initiate
RCS cooldown”, is reached.

3. Check Station Instrument Air Dispatch 2 operators to prepare for
Pressure - GREATER THAN RCS cooldown:
100 PSIG

a. Isolate RHR Valve from ruptured
SG(s)

* SGI1A-[IMS-523]

* SG1B-[IMS-524]





