February 17, 2025

Applicability: Farley 


Internal Release Information:
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]F2025-002
Per customer, remove the newly added Action Verbs from the PROMS ReplaceWords list.  Note that I just commented out the action verbs for now, incase they change their mind later on.

· [bookmark: _Hlk167786851][Check this box if a sql query or a data fix applies to this update].


Generic External Release:
	N/A


Plant Specific Information for Release Letter:
Farley – All Formats:
· Per customer’s request, the list of Action Verbs, recently added, was removed from the Farely formats.  PROMS will no longer automatically bold those words.


Testing Requirements:
Use Farley data and Farley’s last PROMS executable (version 2.2.2406.2513)
· Update Formats
· [bookmark: OLE_LINK3]Print FNP-1-EEP-0 in the Rev 3 Unit 1 ERPs procedure set.
· Verify the word “Perform” in the high level RNO of step 1 is not bolded
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· [bookmark: OLE_LINK4]Print FNP-1-AOP-1 in the Unit 1 AOPs procedure set.
· Verify the word “Perform” in the high level RNO of step 1 is not bolded
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· [bookmark: OLE_LINK5]Print FNP-1-SAG-1 in the SAMG Unit 1 procedure set.
· Verify the word “Perform” in the RNO of step 1.1 is not bolded
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· Print MNP-OS-019-101 in the Unit 1 FSGs procedure set.
· Verify the word “ensure” in the Note of step 4 is not bolded
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Changes/Additions to PROMS Manual and Training Videos:
[Do not use this section – for MRV/DMJ use]
· CSM submitted for PROMS User Manual: ____________.
· CSM submitted for training videos: ____________.
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Check Severe Accident Status of
Fuel

FNP-1-SAG-1 entered from
procedures to address an issue
with the fuel in containment

e FNP-1-ECP-0.0
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issue with the fuel in the SEP
ONLY,

THEN perform the following:
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NOTE: Alternate makeup pump discharge pressure should be greater than RCS
pressure to ensure injection flow.

4 Align Suction Source To
Alternate RCS Makeup Pum
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Check reactor trip. 1 Perform the following.

[] Reactor trip and bypass 1.1 Manually trip reactor.
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1 [CA] Maintain pressurizer level 1 Perform the following.
stable at or near programmed
level. a) Ensure reactor tripped.




