February 8, 2024

Applicability: Vogtle Units 3 & 4

Internal Data Fixes: N/A

Internal Release:
F2024-013
The end message for Attachment and Procedure Step sections is now bolded and have a dash before and after the end message

Generic External Release:
N/A

Plant Specific Information for Release Letter:
Vogtle Units 3 & 4
The end message for Attachment and Procedure Step sections is now bolded and have a dash before and after the end message

Testing Requirements:
Use Vogtle Unit 3 & 4 data
· Update formats
· Print Local Alarm Procedure ASS-ARP-010
· Verify the end message in the attachment sections are bold and had dashes like in the screenshot below.
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Changes/Additions to User Documentation:

N/A
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Aux Boiler Trouble Alarm (3-ASS-MB-01-X1_LOCAL)

AUTOMATIC ACTIONS
Refer To applicable alarm Attachment(s).
OPERATOR ACTIONS

1. Dispatch operator to 3-ASS-MB-01 (Aux Boiler) {Room 20304) to determine alarming condition

2. Determine local alam Attachment(s) to be performed:

o Attachment 2, (Automatic Boiler Shutdown)

o Attachment 3, (Aux Boiler Feedwater Pressure)

« Attachment 4, (Aux Boier Steam Discharge Presstre High Alarm)

o Attachment 5, (Boiler Level High Alam)

o Attachment 6, (Boiler Level Low Alarm)

o Attachment 7, (Deaerator Level High Alarm)

'« Attachment 8, (Deaerator Level Low Alarm)

o Attachment 9, (Deaeratdr Level Low-2 Alarm)
 Attachment 10, (Deaerator Pressure High Alarm)
. Ammm11,(nenmnm;em@hm)
 Attachment 12. (High Condusivity Boiler Water)
o Aftachment 13, (Low Conductiity Boiler Water)

COMPEN

ISATORY ACTIONS

Refer To applicable alarm Attachment(s).

CAUSES

M’Tom ‘alarm Attachment(s).

END OF ATTACHMENT -





