April 4, 2024

Applicability: Generic EOP (ERG) format

Internal Data Fixes: N/A

Internal Release:
[bookmark: OLE_LINK1]
F2024-051
Generic EOP Format, page width of Attachment section

Generic External Release:

Generic EOP Format
Adjusted the width of the Word Attachment section to that it does not print past the page border

Plant Specific Information for Release Letter:

N/A

Testing Requirements:
Use ERG Rev 4 data
· Update formats
· Print procedure ECA-0.0
· Verify the text does not print into or past the right page border
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Changes/Additions to User Documentation:

N/A
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ECA-0.0 LOSS OF ALL AC POWER

The actions necessary to establish low pressure feedwater flow in this At t bhmeni méy
vary considerably due to differences belween plants; some example plant- specaf ic-actions
are included below.

1) Initiate FSG-3, ALTERNATE LOW PRESSURE FEEDWATER.

2) WHEN low pressure feedwater source is readyto provide flow, THEN continue with
Step 3) of this Attachment.

NOTE If Sl accumulators are isolated or. \}ented and SG:pressures are less than or
equal to (0.08) / (0.11) psig, then SG pressures-and core exit TCs
should be controlled at less than or equal fo existing values.

If low pressure feedwater source requires SG pressures less than
(0.08)/(0.11) psig to maintain secondary heat sink; SG pressures
in this. Aﬂachmem instead of any limits





