February 26, 2025

Applicability: All Plants 


Internal Release Information:
[bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: OLE_LINK4]B2025-020
Fixed NULL reference error while running  the Refresh Transitions administrator tool.
Added a check to ensure the number (TransType) that we use to index into the list of Transition Types (TransTypeList) is a valid index.

· [bookmark: _Hlk167786851][Check this box if a sql query or a data fix applies to this update].


Generic External Release:
	Administrator Tools
Refresh Transitions will now check for transition types that are no longer available and convert the old transitions reference to text.


Plant Specific Information for Release Letter:
N/A – bug found internally and NOT reported by a customer


Testing Requirements:
Use Farley data
· Run the Refresh Transitions Admin Tools
· Select the Links tab and then Refresh Transitons
· [bookmark: OLE_LINK3]Select the first procedure in Unit 2 FSGs and run

[image: ]

· Verify the tools runs without generating a NULL Reference error.
· Open that procedure to step 1 of the procedure steps and verify Annotations were created stating the transitions were converted to text.

[image: ]


Changes/Additions to PROMS Manual and Training Videos:
[Do not use this section – for MRV/DMJ use]
· CSM submitted for PROMS User Manual: ____________.
· CSM submitted for training videos: ____________.
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Procedure Steps
NOTE

» Makeup flow should be intiated prior to losing natural circulation (single-phase
or two-phase) such that reflux cooling per Attachment'1 (Time to Reflux
Cooling) does not occur.

« If boration is required and a boration pump will be used, RCS makeup will be
accomplished by NMP-OS-019-128, instead of NMP-OS-018-121. Subsequent]
RCS makeup required only to add inventory will be controlled by
NMP-0S-019-121

« NMP-0S-019-128 entry is required
by controlling procedure in effect

» Boration by pumped injection is
selected in NMP-0S-019-128




