June 30, 2026

Applicability: South Texas 

Internal Release Information:
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]F2026-014
South Texas EOP format – adjusted the Caution and Note box width so that the text does not bump up against the right side of the box.  Also remove the extra space between bullets and the text when there are multiple Notes and Cautions.

· [bookmark: _Hlk167786851][Check this box if a sql query or a data fix applies to this update].

Generic External Release:
	N/A

Plant Specific Information for Release Letter:
South Texas Old and New EOP formats
· Adjusted the width of the Caution box a little bit so that the caution text will not print up against the right side of the box.  Made the same adjustment to the Note box so they appear the same size.
· Removed extra white space between the bullet and Caution Note text when there are multiple Cautions and Notes

Testing Requirements:
Use South Texas data
· Update formats
· Print EOP EO-ES31 and verify the Cautions and Notes step 24 look like the screenshot below:
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Changes/Additions to PROMS Manual and Training Videos:
[Do not use this section – for MRV/DMJ use]
· CSM submitted for PROMS User Manual: ____________.
· CSM submitted for training videos: ____________.
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IE RCP seal gooling had previously been lost AND RCP seal inlet temperature has
exceeded 230°F, THEN the'affected RCE(s) SHALL NOT be started prior to an

Chginearing evaluation.

Inadvertent criticality may occur following any natural circulation cooldown if
the first RCP started is in the ruptured loop

NorE
The RCP preferred running order to provide normal pressurizer spray is as follows:
o First - L0OP D

o Second - LOOP &

 Third - LOOPs B AND C

The ninimus RCP(s) combination(s) to provide normal spray flow is "RCP D only".
"RCE A only", OR "RCPs B AND C" together

IE SG 1D(2D) is ruptured, THEN RCP 1D(2D) and at least one additional RCP will be
feeded to provide optimus pressurizer spray

24 CHECK If An RCP Should Be Started:




