November 13, 2023

Applicability: Beaver Valley


Internal Data Fixes: N/A

Internal Release:
F2023-142
Customer requested to change the indent of steps for the “Attachment with Section Number and Title – steps adj left (includes END msg)” in the “Beaver Valley Single Column Format with Issue Number (BVPS1)”.

Generic External Release:

N/A

Plant Specific Information for Release Letter:

Beaver Valley
The “Attachment with Section Number and Title – steps adj left (includes END msg)” section in the “Beaver Valley Single Column Format with Issue Number (BVPS1)” format will now indent the steps like they are in the “Beaver Valley Single Column Format (BVPSAtch)” format “Attachment with Section Number and Title – steps adj left (includes END msg)” section.

Testing Requirements:

Use Beaver Valley data
· Update formats
· Print procedure FSA-1 in the Unit One Flex procedure set
· Verify the step number tabs in the Enclosures are indented as in the sample below:
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Changes/Additions to User Documentation:

N/A

image1.png
FSA-l Issue 0
Borating Using FLEX RCS Boration Pump
BVPS-1 FLEX Revision 1

ENCLOSURE2

Electrical deployment steps may be pérformed concurrently.

1. Proceed To PAB Elevation 735'6"
2. Deploy The FLEX RCS Boration Pump Electrical Supply Cable As Follows:

a. Verify the FLEX RCS Boration Pump control switch-- OFF
Connect the electrical supply cable to'the pump.
Route the power cable from the pump through the southeast stairwell AND
Brosah i v mamabor OB ough i Fuet Buldrg oo troseh e
‘garage door. (FIGURE 3)

Route the cable beside the Primary Grade Water Storage Tanks to the Unit 1
FLEX 480V Diesel staging location at the front of the Unit 1 Diesel Building.

3. WHEN The Unit 1 FLEX 480V Generator Is Available For Electrical Connection,
THEN Perform The Following:

a. Verify RCS Boration Pump Supply Breaker - OFF

b. Cmmed!heubdrm:lsupplyﬂbhbﬂ»eFLEXdﬂWubmulmnnemmnn
the FLEX Load Center.

4 WHENENGLOSURE 2 COMPLETE, THEN

. the Control Room, The FLEX RCS Boration Pump ELECTRICAL
DEPLOYMENT is - COMPLETE.

-

a

»  Track FLEX Equipment using 10M-53E 1 FSA-14, FLEX Assessment And
Tracking

RETURN TO FSA-1, "Borating Using FLEX RCS Boration Pump”, Step 3.
CEND -
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