November 10, 2025

Applicability: Vogtle Units 3&4 and Generic 


Internal Release Information:
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]B2025-060
Fixes the printing a sub-section top continue message when the section is forced to start on the next page, either by PROMS print logic or when that sub-section is set to separate pagination.

· [bookmark: _Hlk167786851][Check this box if a sql query or a data fix applies to this update].


Generic External Release:
	Printing of Sub-Sections
· PROMS will now do a better job in determining when a section continued message is printed when printing a group of sub-sections that are all set to continuous pagination.


Plant Specific Information for Release Letter:
N/A – while this was found during the data entry of Vogtle 3&4 AOP data, the customer does not have this data nor this bug that was fixed.


Testing Requirements:
Use Vogtle Units 3 & 4
· Update formats
· Print AOP-116 for unit 3.
· Verify sub-section 4.0 in Attachment 2 starts on its own page and does not have a top continue message

[image: ]


Changes/Additions to PROMS Manual and Training Videos:
[Do not use this section – for MRV/DMJ use]
· CSM submitted for PROMS User Manual: ____________.
· CSM submitted for training videos: ____________.
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GRAVITY DRAIN FROM GLP TO SFP.
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Establish gravity drain from CLP to SFP:





