11/29/2023

Applicability:         B2023-116: Vogtle Alarms – pagination issue


Internal Data Fixes:         NA


Internal Release:

B2023-116: Vogtle Alarms – pagination issue.  As shown below, a page break is inserted immediately after the HLS ‘OPERATOR ACTIONS’ with sub-steps starting on following page.  With this fix in pagination.cs, sub-steps print on same page as the HLS.  
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Generic External Release:     NA


Plant Specific Information for Release Letter:    NA  - not released to customer yet


Testing Performed:

See Testing Required. 


Testing Requirements:

Using the Vogtle sql database:
[bookmark: OLE_LINK1]£ Print 3-DAS-ARP-001-011  DAS-JD-001-ALM-5 (id = 24848) to verify that the High level ‘OPERATOR ACTIONS’ has sub-steps printed below it (not on next page):
[image: ]


£ Print 3-DAS-ARP-001-018  DAS-JD-002-ALM-5 (id = 25093) to verify that the High level ‘OPERATOR ACTIONS’ has sub-steps printed below it (not on next page):



Changes/Additions to User Documentation:   NA
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OPERATOR ACTIONS

NOTES

'+ Trouble Alam is an expected alam on DAS fiialization.

'+ Resetof UPS trouble alam relay may be required if UPS has been deenergized for more than
8 minutes. Cycling power forcing cabinet t6 battery power following UPS selffest will cause the
UPS trouble alarm to reset.

|+ Panel door key required for the following step.

1. IF authorized testing NOT in progress,
THEN perform the following

2. Check OCS-JC-20 (DAS Panel) parameter indication for display of sensor out of range or
‘overload condition.

b, Locally perform the ol 'ngmN.SServiueUli'n}DASDﬂm (Processor Cab 1)
(Room 12554):

(1) Select DAS Status for DAS Health and Status view.





