8/15/2024

Applicability: Plants with Enhanced documents

Internal Release Information:
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]B2024-059
Pasting before/after of a source section may not link to the correct section. 

☐  [Check this box if a sql query or a data fix applies to this update].

Generic External Release:
After copy/paste of a Source section that has links to an Enhanced section, the links pointed to the original Enhanced section.  The program will now remove the links from Source sections that are pasted.

Plant Specific Information for Release Letter:
N/A

Testing Requirements:
Use the Beaver Valley sql database:
· [bookmark: OLE_LINK5][bookmark: OLE_LINK3]Expand the EOPs/Unit1/ES-0.0 procedure in the tree view and select the procedure to open in the editor
· From the tree view, copy the PROCEDURE section
· Bring up the context menu on A. PURPOSE and select to Paste After
· Verify that the PROCEDURE section was copied and DOES NOT have any links.  This can be determined by looking at section title of copied section and its steps to verify that there are no little ‘B’s by the section/step and when the context menu is brought up there is no Go To Background menu item.
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Changes/Additions to PROMS Manual and Training Videos:

☐  CSM submitted for PROMS User Manual:  _______________________________________

☐  CSM submitted for training videos:  _______________________________________
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