Applicability: Ginna

Internal Data Fixes: N/A

Internal Release:
B2023-100
Fixed the positioning of the header box for the Introduction section to match all of the other section types

Generic External Release:

N/A

Plant Specific Information for Release Letter:
Ginna
The position of the page header for the Introduction section in the “Ginna Attachment Format” to match all of the other sections in the procedures.

Testing Requirements:
Use Ginna data
· Update formats
· Print procedure AP-ELEC.4b in the Abnormal procedure set (it’s the last procedure in that set)
· Verify the header box for the Purpose section is positioned the same as the previous and next page.
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Changes/Additions to User Documentation:

N/A
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PURPOSE
The purpose of this procedure is to provide the actions necessary for
matntaining core cooling and protecting the reactor core, CNNT and spent fuel
pool in the event of a complete loss of all AC pover while on shutdown (RHR)
cooling

STMPTOMS AND ENTRY CONDITIONS

The following symptoms are indicative of a complete loss of all AC power
while on shutdown (RHR) cooling:

© All emergency AC busses are de-energized
o RER cooling is aligned for service

This procedure is entered when the sbove symptoms exist. and also from the
following procedures:

o AP-RER.1. LOSS OF RER, when & complete loss of all AC power occurs

o AP-RER.2, L0SS OF RER WHILE OPERATING AT RCS REDUCED INVENTORY CONDITIONS.
when a complete loss of all AC power occurs

o AP-ELEC.3, LOSS OF 124 AND/OR 128 TRANSFORMER (SELOW 350°F). when a
complete loss of all AC power occurs





