January 16, 2026

Applicability: Vogtle Units 3 & 4 


Internal Release Information:
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]F2026-002
Added a format flag for Vogtle Units 3 & 4 to prevent a duplicate sub-step letter in the top continue message, when a step breaks at second level sub-step in the RNO

· [bookmark: _Hlk167786851][Check this box if a sql query or a data fix applies to this update].


Generic External Release:
	N/A


Plant Specific Information for Release Letter:
Vogtle Units 3 & 4

PROMS will now no longer show a double sub-step letter in the top continue message when a step breaks at a second level sub-step in the RNO


Testing Requirements:
Use Vogtle Units 3&4 data
· Update formats
· Print AOP-207 for unit 3
· Verify the top continue message for the second page of step 12 looks like the screenshot below:

[image: ]


Changes/Additions to PROMS Manual and Training Videos:
[Do not use this section – for MRV/DMJ use]
· CSM submitted for PROMS User Manual: ____________.
· CSM submitted for training videos: ____________.
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ACTION/

ATTACHMENT 3|
Page 7 of 13|
RESYNCHRONIZE THE MAIN GENERATOR WITH THE GRID

EXPECTED RESPONSE RESPONSE NOT.OBTAINED

12.c (continued)

3) WHEN Main Generator joad reaches,
DEMAND ENTRY,
THEN perform th following:

) Check GO/HOLDICANCEL
indication all OFF.

b) Check Turbine load STABILIZES.





