February 27, 2024

Applicability: Vogtle Units 3 & 4

Internal Data Fixes: N/A

Internal Release:
F2024-029
Add a bottom continue message in the Attachment – Step Editor section type in the Vogtle Alarms format.

Generic External Release:
N/A

Plant Specific Information for Release Letter:
Vogtle Units 3 & 4
For the Alarms format, the Attachment - Step Editor section type will now include a bottom continued message

Testing Requirements:
Use Vogtle data
· Update formats
· Print Local Alarm procedure VBS-ARP-013.
· Verify that Attachment sections that are more than one page long have a bottom continue message.
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Changes/Additions to User Documentation:

N/A

image1.png
Main Control Room / Control Support Area 3VBS-ARP-013]
‘Supplemental Air ltration Unit B Fan 3-VBS-MA-038 -
ik VOGTLE Version 1.0,
Unit 3 Page 7 of 13|
ATTACHMENT 2
Page 1of 3|
Fault
AUTOMATIC ACTIONS
3-VBS-MA-03B (SAFU B Fan) (Room 12501) stops.
OPERATOR ACTIONS

1. Ensure 3-VBS-MA-038 (SAFU B Fan) (Room 12501) is STOPPED

2. Record Fault Code:

3. Ensure MCR has placed 3-VBS-MS-01A (Supplemaiital Air Fitration Unit A) (Room 12501)in
service and removed 3-VBS-MS-01B(Supplemental Ai Filfration Unit B) (Room 12501) from
service per from service per 3-VBS-SOP-001, Nuclear Island Nonadioactive Ventilation System,
ATTACHMENT 2, SWAP OPERATING MCRICSA HVAC SUBSYSTEMS.

4. Contact Maintenance to repair any component malfunction.

CAUTION
If an extemal source for start command is selected and it s active, the drive may start immediately
Jafter Fault Reset. 7

5. WHEN Maintenance reports 3-VBS-EV-038 (SAFU B Fan VFD) can be restarted,
THEN from Display Panel: perform the following to reset Fault

IF Red LED is FLASHING,
THEN remove: power for 5 minutes. -

-

IERed LEDis ON,
THEN perform one of the following:

» Press RESET.
s’ Remove power for 5 minutes.
COMPENSATORY ACTIONS

Noneg::

(continued)





