March 27, 2024

Applicability: Robinson and Generic

Internal Data Fixes: N/A

Internal Release:
[bookmark: OLE_LINK1]F2024-048
Robinson requested that we use a hard space in the page number part of transitions that include page numbers.

Generic External Release:
Page Number Transitions
A hard space will now be used in the page number text of transitions that include a page number.  This will prevent the word “Page” and the page number from breaking apart should the transition need to continue on the next line.

Plant Specific Information for Release Letter:

Robinson

A hard space will now be used in the page number text of transitions that include a page number.  This will prevent the word “Page” and the page number from breaking apart should the transition need to continue on the next line.

Testing Requirements:
Use Robinson data
· Open EOP EPP-28 (the last procedurein the set) in the HB Robinson (UPGRADE) – Emergency Operating Procedures 2+ procedure set
· Add an unnumbered high level step to the Purpose and Entry Conditions section (don’t add text)
· Add the {Section Number} {Page Num} transition (second to last transitoin type), selecting Attachment 2 and selecting the check box to include the page number.
· Print the procedure and verify the page number text for that transition wraps to the next page.
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Changes/Additions to User Documentation:

N/A
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EPP-28 LOSS OF ULTIMATE HEAT SINK.

Pumpose and Entry Conditions.
(Page 2012)
3. TIME CRITICAL ACTIONS (TCAs) AND TIME SENSITIVE ACTIONS (TSAs)

«  Recoverfrestore RCP Seal Cooling within 15 minutes of when RCP Seal
Cooling lost. This is a TCA. Steps are annotated with a Clock Symbol (D).

The following are TSA items. They are annotated via either a NOTE or CAUTION
Establish Alternate Fuel Ol Storage Tank (AFOST) makeup [ running EDG
within 28 minutes of receiving the EDG Day Tank Low Level Alarm.

Establish EDG cooling from Deepwell Pump ‘D' within 40 minutes of the EDG
losing SW Cooling.

«  Establish alternate CCW Cooling within 60 minutes of Loss of All SW Cooling.

Attachment 2, Establishing RCS Cold Shutdown Boron Concentration
(Page 48)
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