March 4 2024

Applicability: Vogtle Units 3 & 4 and Generic

Internal Data Fixes: N/A

Internal Release:
[bookmark: OLE_LINK2]B2024-013
Fixed issue where hard returns are replaced with semi-colons in section titles in Automatic Table of Contents and will use the hard return when printing the section title for Vogtle’s Units 3 & 4 formats.

Generic External Release:

Print
[bookmark: OLE_LINK1]PROMS will now replace a hard return with a space instead of a semi-colon on Automatic Table of Contents

Plant Specific Information for Release Letter:

Vogtle Units 3 & 4
· PROMS will now properly handle hard returns in section titles when printed, instead of replacing them with a semi-colon.
· PROMS will now replace a hard return with a space instead of a semi-colon on Automatic Table of Contents


Testing Requirements:
Use Vogtle Units 3 & 4 data
· Edit the section title for Attachment 10 in local Alarm procedure DWS-ARP-010 and add a hard return to the title
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· Print the procedure
· Verify the section title does not have a semi-colon where the hard return was on the Table of Contents.
· Verify the section title raps at the hard return on the printout of Attachment 10
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Changes/Additions to User Documentation:

N/A
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ATTACHMENT 10

_ e

AUTOMATIC ACTIONS i
» Stops or prevents applicable DWST CORS Demineralized Water Transfer Pump from runniing

 Starts the Standby DWST CORS Demineralized Water Transfer Pump, if available, by
‘automatically switching it to the lead pump

OPERATOR ACTIONS
1. Ensure original lead pump stopped.

2. Check original standby pump switched to Jéad pump per 3:DWS-SOP-001, Demineralized
Water Transfer and Storage System, ATTACHMENT-6, SWAP LEAD DWS TRANSFER PUMP.

3. Contact Maintenance to repair any component malfunction.
COMPENSATORY ACTIONS

~ END,OF ATTACHMENT -





