August 12, 2025

Applicability: Vogtle Units 3 & 4 


Internal Release Information:
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]C2025-049
Added a check and fix for a different hyphen character that is in Vogtle’s 3 & 4 procedures, introduced by automatic importing and copy/paste from Word documents.

[bookmark: _Hlk167786851][  Check this box if a sql query or a data fix applies to this update].


Generic External Release:
[bookmark: OLE_LINK3]	The Standardize Hyphen Characters function in the PROMS Administrative Tools was updated to check for and fix another non-standard hyphen character.


Plant Specific Information for Release Letter:
Vogtle Units 3 & 4
The Standardize Hyphen Characters function in the PROMS Administrative Tools was updated to check for and fix the hyphen characters that was not printing.

Testing Requirements:
Use Vogtle Units 3 & 4 data
· Print Alarm point [3.4]-FWS-ARP-002-001 in the FWS2 procedure set located in the ARPs Main Control Room.
· Verify the hyphens do not print for FWS-mp-03B (see highlighted text in screenshot below).

[image: A close up of a sign

AI-generated content may be incorrect.]

· Exit PROMS
· Update PROMS Fixes
· Start up PROMS and run the Standardize Hyphen Characters tool under the Repair tab of the PROMS Administrative Tools
· Print the same procedure and Verify the hyphens now print


Changes/Additions to PROMS Manual and Training Videos:
[Do not use this section – for MRV/DMJ use]
· CSM submitted for PROMS User Manual: ____________.
· CSM submitted for training videos: ____________.
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(OPERATOR ACTIONS

1. [Eone SFW ing AND additional feed water flow is required,
THEN start (Startup Feedwater Pump B) per 3-FWS-SOP-002, Startup Feedwater
System, ATTACHMENT 3, STARTUP AND OPERATION OF SFW PUMPS.





